
1 2 3 4DSL 12v 1.5A

WAN1

1 2 3 4

SIM slot

Power

LAN WAN1 WAN2 Power
(12v 2A)

SD-WAN: connecting to 5G/4G LTE

LAN

LTE routers of most brands/models can be used that provides internet via the Ethernet port.
SD-WAN box is pre-configured to register itself in the cloud - everything is managed in the cloud, not the local device.
LAN switch is optional, but useful if you intend to use more than one device on the LAN side of your project

To LAN switch or local device

To WAN 1 on SD-WAN box

Before connecting the SD-WAN, verify that your LTE router has an active internet connection!

Default IP config on LAN for SD-WAN box is: (let us know if you need this changed to match your exiting LAN IP 
range; we can change it remotely in the cloud at any time)
LAN IP: 192.168.3.17
Subnet mask: 255.255.255.0
Gateway: 192.168.3.250   <<< Please note: .250 not .17 (this is a virtual gateway)
DHCP: .20 through .98
DNS: 208.67.222.222 & 9.9.9.9

Port forwarding and DMZ: administered via cloud (request your specific details from us for admin access)

LAN device(s)
SD-WAN box will assign devices on the LAN a DHCP local IP. We recommend using a static IP for LAN devices that 
need reliable remote access. You can use the following settings:
LAN static IPs = 192.168.3.2 through .16 and .99 through .249
Subnet mask: 255.255.255.0; Gateway: 192.168.3.250; DNS: 208.67.222.222 & 9.9.9.9

After connecting the SD-WAN, verify that you have an active internet connection with static public IP via the SD-
WAN box

Your switch (LAN); we do not 
supply this optional item

SD-WAN

Example LTE 
router


